All ProDAQ Function Cards fit in either LXI and VXI

carriers.

Up to 8 PRODAQ FUNCTION CARDS @+ 5

:..eand 13 VXI CARRIERS fit
in a VX| CHASSIS.

You can fit up to 4 PRODAQ FUNCTION CARDS in a
LX] CARRIER @-+++veereeeneeneeuernemueiiniiniiniiniieanennes

‘eand rack up to 2 LXI cARRIERS in 1U of rackspace.

Bustec uses the same drivers for both platforms so you

NEVER HAVE TO CHANGE YOUR TEST CODE if you
migrate from one platform to the other.

You can also DEPLOY YOUR TEST CODE TO BOTH LXI
AND VXI depending on the needs of your application.

For more information, visit www.bustec.com

Bustec provides you with

¢ Computer-independent and open platform
standards,

* up to |0x higher accuracy than new products from
competitors,

* high-density solutions with thousands of channels in

minimal space.

\We address various critical
applications

* Engine testing,

* automotive and missile testing,

* wind tunnel data acquisition and control,

® acoustics,

* vibration applications,

* aircraft component testing,

and a wide range of other demanding applications.

Our satisfied customers

Lockheed Martin / Boeing / EADS
Atos-Origin / Eurocopter / Northrop Grumman
AgustaWestland / Siemens / General Dynamics
Honeywell / NASA / Rohde & Schwarz
Boston Scientific / Airbus / Los Alamos
Sandia National Laboratories / EDF / Rolls-Royce

Contact us

European Headquarters
Bustec Ltd.

Shannon Business Park
Shannon, Co. Clare
Ireland

tel +353 61 707 100

fax +353 61 707 106
e-mail sales@bustec.com

US Headquarters

Bustec Inc.

1507 East Valley Parkway
Suite 3-412

Escondido, CA 92027

tel +1 (512) 850-6593
fax +1 (270) 637-3003
e-mail sales@bustec.com

www.bustec.com
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ProDAQ 3400

Analog to Digital Converter Function Cards

ProDAQ 3416
|6-Channel, 24-Bit, Sigma-Delta

ProDAQ 3424
8-Channel, 24-Bit, Sigma-Delta

ProDAQ 3430
4-Channel, Sigma-Delta

ProDAQ 3500

Digital to Analog Converter Function Cards

ProDAQ 3510
[6-Channel

ProDAQ 3511
8-Channel, 200 kS/s, 16-Bit

ProDAQ 3518
8-Channel, 18-bit

ProDAQ 3550
2-Channel, Fast DAC Arbitrary
Waveform Generator

ProDAQ 3560
|6-Channel, 16-Bit Isolated

I ProDAQ 3600

Digital I/O Function Cards ProDAQ 3610

48-Channel

I ProDAQ 3800

Counter/Timer Function Cards

ProDAQ 3808
8-Channel, 100 MHz

ProDAQ 3900

Switching Function Card

ProDAQ 3940
32-Channel Relay

ProDAQ 3951
2-Channel Filter

Synchronization Function Card

| ProDAQ 1600

VXI| Mainframes ProDAQ 1630

[3-Slot Smart VXIbus Chassis

ProDAQ 3000

VXlbus Slot-0 Interfaces and Controllers

ProDAQ 3020
USB 2.0 VXIbus Slot-0 Interface

ProDAQ 3030
PCI Express VXlbus Slot-0 Interface

ProDAQ 3043
PowerPC-Based VXlbus Slot-0 Controller

ProDAQ 3044
PowerPC-Based VXlbus Slot-0 Controller

ProDAQ 3048
Intel® Core™ Duo-Based VXlbus Slot-0 Controller

ProDAQ 3080

Gigabit Ethernet VXlbus Interface

ProDAQ 3100
VXIbus Motherboards ProDAQ 3180

Ultra-Performance Motherboard Module

ProDAQ 3200

Motherboard/Carrier Plug-In Modules

ProDAQ 3202

Programmable Voltage Reference Plug-In

ProDAQ 3280
TigerSHARC DSP Plug-In

ProDAQ 8000

Cabling and Terminators

ProDAQ 8034
PCI Express x4 Copper Cable

ProDAQ 8035
PCI Express x4 Active Optical Cable

ProDAQ 8036
LXI Trigger Bus Cable

ProDAQ 8037
LXI Trigger Bus Terminator

ProDAQ 6000
ProDAQ 6100

LXI Function Card Carrier

ProDAQ 6210
19 in. Rack-Mount Tray

ProDAQ 6140
LXI Matrix Switching Unit

ProDAQ 5000

Signal Conditioning Systems ProDAQ 5716

|6-Channel Bridge Signal Conditioning Unit
ProDAQ 5720

Signal Conditioning Carrier

ProDAQ 5743
16-Channel Charge/Voltage/IEPE
Signal Conditioning Unit

ProDAQ 5748

Rack-Mount Break-Out Box

Signal Conditioning Cards ProDAQ 5821

|6-Channel RTD Signal Conditioning Card

ProDAQ 5822
|6-Channel Thermocouple Signal Conditioning Card

ProDAQ 5824

8-Channel Break-out Card

ProDAQ 5825
|6-Channel Break-out Card with ICP/TEDS

For more information, visit www.bustec.com



