
��19”, 1U solution for 32 RTD 
Input Channels

��Support for RTD devices 
such as Pt100, Pt500 and 
Pt1000 and thermistors

��4-Wire Ratio-metric 
Measurement

��EMF Cancellation

��Controllable Current On- 
Off Time

��Channel Isolation up to
300 VDC (channel to 
channel and channel to 
ground)

��24-Bit Sigma Delta ADC 
per channel

��Simultaneous Sampling of 
all channels

��Two Analog Outputs
per channel

��Dual Redundant Power 
Supplies

��Dual Redundant Ethernet 
Ports

��Six Standard Measurement 
Ranges

��Three excitation current
levels per range

ProDAQ LXI Instruments
ProDAQ 6131 Isolated Precision 
RTD Input LXI Instrument
(Model 6131-AB)

OVERVIEW
The ProDAQ 6131 is an LXI instrument designed for up to 32-channel isolated precision 
RTD measurements. Each channel is isolated from both the chassis and all other 
channels. The model 6131-AB supports various types of Resistance Temperature 
Detectors (RTDs), such as Pt100, Pt500, and Pt1000 Platinum Resistance 
Thermometers.
The ProDAQ 6131 provides an easy-to-use, cost-effective, and scalable solution for the 
most demanding resistive temperature measurement applications. As a standalone LXI 
instrument, it can be directly connected to your network and operated either
through the integrated web pages or integrated to your data acquisition application 
using the VISA I/O library. Measurement data can be read from the instrument or 
directly streamed to one or several servers. Multiple devices can be synchronized via 
the IEEE1588 precision time protocol. The unit is equipped with a redundant power 
supply and two Ethernet ports.

FEATURES
Analog Inputs: Each channel of the ProDAQ 6131 employs a 24-bit Sigma-Delta ADC 
to provide the highest possible measurement accuracy. The measurement 
configuration is ratio-metric, effectively eliminating the effect of excitation current drift. 
Each channel is isolated from any other and also from the chassis, with a working 
isolation voltage up to 300VDC. This allows any channel not only to float to different 
voltage potentials but also eliminates the possibility of ground loop error. An EMI filter 
is included per channel to reduce the possibility of error due to high-frequency 
conducted noise. This filter also acts as an Anti-alias filter for the Sigma-Delta ADC.
Excitation Current: The model 6131-AB offers three different excitation currents per 
range, with the maximum current per range (1000µA for ranges 60Ω, 125Ω, 250Ω, 500Ω 
and 1000Ω and 750µA for the range of 2000Ω) as the default used. When EMF 
cancellation is enabled, the current will be reversed with every second measurement in 
order to reduce offset errors and thus provide the highest accuracy possible.

To reduce the effect of sensor self-heating, the excitation current can be switched on and 
off for defined times synchronous to the measurement. Alternatively, lower excitation 
current levels can be chosen to reduce the effect of sensor self-heating as detailed in the 
Specifications section.

Simultaneous Sampling: The ProDAQ 6131 has a dedicated ADC per channel. This 
allows for true simultaneous sampling of all channels. The scan rate can be varied from
1 S/s to 2000 S/s, with a resolution of 1Hz.
Analog Outputs: Each channel is equipped with 2 buffered analog outputs, ranging from 
0V to +10V, with a level designed to cover the required resistance range for each RTD 
type. A voltage level of +10V equates to the full-scale resistance range that is configured. 
Thus +10V equals 60Ω if the input is set to 60Ω and 2000Ω if the input is set to 2000Ω.

Various Mounting Options: The ProDAQ 6131 comes in a 1U high unit suitable for 
rack mount in a standard 19” rack if used with the ProDAQ 5725 Rack-Mount kit. The 
ProDAQ 6131 can also be desktop-mounted using the ProDAQ 5726 Stackable 
Tabletop Feet Set.
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General
Number of signal channels 32

Isolation

SPECIFICATIONS (Model 6131-AB only)

300 VDC (Channel to channel, channel to outputs and 
channel to chassis)

ADC Resolution 24-bit
ADC Sampling Rates, fS 1 to 2000 Samples per second, 1Hz Resolution
EMI Filtering Yes, per channel

Input Protection ±30V, max. continuous input current 10 mA, 
max. 3A for up to 10msec

Input Type Resistance Temperature Detectors (RTDs)

Input Ranges* Min (Ω) Max (Ω) Excitation 
Current (µA)

5 60

1000

500

250

5 125

1000

500

250

5 250

1000

500

250

5 500

1000

500

250

5 1000

1000

500

250

5 2000

750

500

250

*Note that Standard factory calibration is performed for the highest current per range. 
Full calibration is available upon request.

Input Impedance ≥ 1MΩ

Filter Type & Specification
Low pass, 10Hz FIR filter @1kSPS, 63 taps, scales 
proportionally with sampling rate

��6131-AB RTD Input LXI 
Instrument, 32 Channel

Related Products:

��ProDAQ 5725 Rack-Mount 
Kit

��ProDAQ 5726 Stackable 
Tabletop Feet Set

For more information,   
visit www.bustec.com
To learn more about the 
ProDAQ 6131 you can scan/
click the code below to visit 
on our website.

More Information

https://www.bustec.com/product/prodaq-6131/
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RTD Measurement
RTD Types Pt100, Pt500, Pt1000,
Configuration 4-Wire, Ratio-metric
Temperature Stability ≤ ±10ppmFS/˚C, Typical ±3ppmFS/˚C

Accuracy
EMF Cancellation On 
Filter Off 
All sampling rates
K=2
Max. excitation current

   per range  r

Range (Ω) Error (Ω)

60 ≤ ± (0.005% Resistance + 0.01) Ω

125 ≤ ± (0.01% Resistance + 0.015) Ω

250
≤ ± (0.01% Resistance + 0.02) Ω

Pt100 at 200°C, maximum error is 0.1°C, 
typical error is 0.01°C

500 ≤ ± (0.02% Resistance + 0.02) Ω

1000
≤ ± (0.02% Resistance + 0.03) Ω

Pt1000 at 0°C, maximum error is 0.06°C, 
typical error is 0.003°C

2000 ≤ ± (0.03% Resistance + 0.04) Ω

Noise
Typical, Filter OFF Range (Ω) fs (Sps) Noise (mΩRMS)

60 1 0.05
250 100 2.4

1000 300 26
2000 500 32

Voltage Output
Output level 0 to +10V (10V = FS Range)
Number of Outputs 2 per channel
Output Resistance ≤ 1Ω, short circuit protected
Accuracy <= ± 0.03% FS
Control Interface
Physical Interface Two redundant network ports, 10/100/1000 Base-TX
Software Interface SCPI over VXI-11 protocol (VISA), TCP/IP, Web Interface
Operating System Support Windows 10
Environmental
Temperature 5 °C to +50 °C (operational)

-40 °C to +70 °C (storage only)
Humidity 5% - 95% (non-condensing)
Size 425 mm x 330 mm x 43.5 mm (excl. connectors)
Weight 5 kg
Power Supply
Input Two redundant inputs, 85 - 264V AC, 47 - 63 Hz each
Power 40W typical

Bustec Production Ltd. 
Bustec House, 
Shannon Business Park, 
Shannon, Co. Clare, Ireland

T +353 (61) 707 100 
E sales@bustec.com

For more information visit:
www.bustec.com/contact/

SPECIFICATIONS (Model 6131-AB only, continued) 
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BLOCK DIAGRAM (Model 6131-AB only)


